ROADER 408
ROADER 408
Portable self-powered sound system

·Up to 4 outputs available to connect a 4 Ω configuration.
·REC output and input/output PreAmp.
·Speaker circuit protection.
·Connector for 12 V BNC lamp (not included).
·Forced fan.
- Loudspeakers:
·Three way system.
·Admissible power: 250 W.
·Impedance: 8 Ω.
·Stands not included.

ROADER 408 is a portable self-powered sound system composed of one central unit (mixer, audio player and
amplifier) and two three-way loudspeakers. The class D amplifier delivers 500 W output power (2x250 W).
The portable design is very convenient, especially for installations like hotels, events, gym clubs, small churches and conferences. Users can easily install it or fold it in a few minutes, without anyone’s help. Thanks to its
ABS plastic housing manufacture, it is protected from damages during transportation. In addition, it includes
an area to store the microphone (included) and cables.
Users can connect external storage devices to ROADER 408 and play MP3 files, thanks to the USB/SD input.
The mixer of the main unit, for its own, features seven Mic/Line channels as well as another channel with 2
Aux stereo inputs. The 16 effects of the DSP ensure an excellent control over audio mix.

Easy to fold and tansport.

Technical data
Amplifier:
Distortion THD+N:
Signal to noise:
Input gain:
Equalizer inpus MIC/LINE:
Outputs LINE/REC:
Main supply:
Dimensions:
System:
Mixer/Amplifier:
Loudspeaker:
Weight:
System:
Mixer/Amplier:
Loudspeaker:

ROADER 408
Class D amplifier ( 250W+250W @ 4 Ω /
150W+150W @ 8 Ω).
<0.02% (1W@8 Ω).
>78 dB.
-44.4dBV a -14.5dBV.
High: 12 kHz (+/- 12dB), Low: 80 Hz (+/- 12dB).
Unbalanced line output (-20dB).
AC 115/230V - 50/60 Hz selectable.
728 x 559 x 210 mm.
200 x 559 x 210 mm.
264 x 550 x 210 mm.
17 kg.
69 kg.
5.5 kg.

*

Stands not included.
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Preise sind Händler-Nettopreise in Euro exkl. MwSt.
Alle Angaben ohne Gewähr. Druck- und Satzfehler vorbehalten.

Features
- 500 W portable self-powered system.
- Composed of a main unit and two three-way
loudspeakers.
- Amplifier/mixer:
·8 channels ( 7 Mic/Line channels + 1 channel
with two stereo Aux inputs).
·Class D amplifier.
·High & Low EQ per channel.
·USB/SD input (.MP3 files) with LCD display.
·FX and MONITOR controls per channel.
·IN/OUT loop effects.
·Built-in DSP with 16 effects.
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